
OTTO™ WIRED 6 MOTOR SYSTEM
Item # 1041145  
Description: AC Tubular motor with RF control with long cable

FEATURES

• Leveling Control

• Simple limit setting and adjustment

• Favorite position

• 2 way RF communication

• Simple programming

• Low Noise Operation

TECHNOLOGIES

• Electronic Limit

• 433 Mhz Bi-directional

• Leveling Control

• Favorite Position

Voltage 110-120 A/C
Torque 6.0 Nm
Max Run Time  4 Min
Speed 33 RPM
Radio Frequency  433.92 MHz
RF Modulation  FSK

DIMENSIONS

IP Rating IP44
Limit Switch Type Electronic
Amps 0.85A
Temp Working Range 32˚F - 140˚F (0˚C - 60˚C)
Insulation Class  III 
Sound Level -44DB

SPECIFICATIONS

  22.78 in. (579mm)  

  0.35 in. (9mm)  

  Motor Antenna 6.51 in. (165mm)  

1.3 in. (35mm)  

1.85 in. (47mm)  

  1.14 in. (29mm)  

  0.40 in. (10mm)  

  2x 0.12 in. (3mm)  

Motor Cable 20 Ft. 6m

Motor Cable Length

MTACRF35-6 118 in. (3000mm)
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